


REI-04 (120) Printed in USA

C

A

SPM3
SPM4
SPM5
SPM6
SPM7
SPM8
SPM10
SPM12

SPML3
SPML4
SPML5
SPML6
SPML7
SPML8
SPML10
SPML12

Part Number

.1900

.2500

.3125

.3750

.4375

.5000

.6250

.7500

.312

.375

.437

.500

.562

.625

.750

.875

.250

.281

.344

.406

.437

.500

.562

.687

1.250
1.562
1.875
1.937
2.125
2.437
2.625
2.875

.625

.750

.875
1.000
1.125
1.312
1.500
1.750

.438

.516

.625

.719

.812

.938
1.125
1.312

.750
1.000
1.250
1.250
1.312
1.500
1.625
1.750

10-32
1/4-28

5/16-24
3/8-24

7/16-20
1/2-20
5/8-18
3/4-16

1210
2470
2740
4210
5350
6430
8300

10900

.023

.040

.071

.107

.148

.232

.364

.568

Ball 
Bore

Ball 
Width

Housing 
Width

Centerline
Length

Head 
Diameter

Ball 
Diameter

Thread 
Length

Thread 
Size

Ultimate
Radial

Static Load
Capacity
(Pounds)

Weight
(Pounds)

Right 
Hand

Left 
Hand

3/16
1/4

5/16
3/8

7/16
1/2
5/8
3/4

Rod End
Bore Size

.437

.469

.531

.625

.844

.875
1.000
1.187

.438

.563

.688

.875
1.062
1.125
1.125
1.812

.375

.500

.594

.781

.937
1.000
1.000
1.625

10-32
1/4-28

5/16-24
3/8-24

7/16-20
1/2-20
5/8-18
3/4-16

L
REF

P
± .030

S
Min. Thread 

Length

N
Thread Size 

UNF-2A 

B
+.0020
-.0000

W
±.005

H
REF

A
±.015

D
± .015 REF

C
± .060 UNF-2A

SPM Male Chart

SPF Female Chart

Material

Ball 

•  Low Carbon Steel
Case Hardened

•  Zinc Plated, Yellow
Dichromate Treated

Body 

•  Low Carbon Steel
•  Zinc Plated, Yellow
Dichromate Treated

Race

•  Molded
Self-Lubricating

Reinforced Nylon

Ball 
Bore

Ball 
Width

Housing
Width

Centerline
Length

Head
Diameter

Shank
Diameter

Wrench
Flat Width

Wrench
Flat Length

Ball
Diameter

Thread
Length

Thread 
Size

Ultimate
Radial

Static Load
Capacity
(Pounds)

Weight
(Pounds)

Right 
Hand

Left 
Hand

B
+.0020
-.0000

W
±.005

H
REF

A
±.015

D
± .015

K
± .015

J
± .015

F
± .030 REF

C
± .060 UNF-2BPart Number

SPF3
SPF4
SPF5
SPF6
SPF7
SPF8
SPF10
SPF12

SPFL3
SPFL4
SPFL5
SPFL6
SPFL7
SPFL8
SPFL10
SPFL12

.1900

.2500

.3125

.3750

.4375

.5000

.6250

.7500

.312

.375

.437

.500

.562

.625

.750

.875

.250

.281

.344

.406

.437

.500

.562

.687

1.062
1.312
1.375
1.625
1.812
2.125
2.500
2.875

.625

.750

.875
1.000
1.125
1.312
1.500
1.750

.406

.469

.500

.687

.750

.875
1.000
1.125

.312

.375

.437

.562

.625

.750

.875
1.000

.406

.281

.281

.312

.625

.375

.500
1.000

.438

.516

.625

.719

.812

.938
1.125
1.312

.562

.750

.750

.937
1.031
1.187
1.500
1.562

10-32
1/4-28

5/16-24
3/8-24

7/16-20
1/2-20
5/8-18
3/4-16

1210
2470
2740
4100
5350
6430
8300

10900

.036

.059

.077

.146

.192

.313

.464

.672

SPM/SPF
Molded Race,
Self-Lubricating

Studded Dimensions

Chart Notes: This series is also available in a studded con�guration. Specify by adding “S” to su�x. Example: SPF8S

SPM SPF

Linking Motion 
& Control...

The Cablecraft 
Solution

WARNING!
Since the manufacturer is unable to determine all applications in which a part may
be placed, it is the user’s responsibility to determine the suitability of the part for its
intended use. This is especially true where safety is a factor. Incorrect application or
installation may result in property damage, bodily injury, or death. For technical
assistance, call 260-749-5105.

www.ISSparts.com
www.Instrumentsales.com
Toll Free: 1.800.333.7976

16427 NE AIRPORT WAY, PORTLAND, OREGON 97230

Authorized Distributor


