DATCON

100160 Ammeter, 60A Black bezel Tachometer Bezel Hour Dia  Drive RPM |
Fuel Desc Bezel Ohm/Match 103656 Black 338 Alternator 3000 [ . ;
| 100176 Gauge Black 240/SW 103678 Black Yes 338  Alternator 3000 o g
100177 Gauge Chrome 240/SW 103684 Black Yes 338 Alternator 4000 ‘
104246 Gauge Black 240/SW 103733 Chrome 338 Alternator 4000 : .
100438 Sender 240/SW 103756 Chrome Yes 338 Battery 4000 L
100436 Sender 90/AC GM 103659 Black 338  Magnetic 3000 ———
100437 Sender 76/Ford Chrysler 103680 Black Yes 338  Magnetic 3000
| 0412600 Sender 16/Ford 103686 Black Yes 338 Magnetic 4000
Hourmeter Desc Bezel Hours 103736 Chrome 338 Magnetic 4000 WA Ly
| &
100222 Round Black 9999.9 103757 Chrome Yes 338 Magnetic 4000 "0 L"J
100223 Round Chrome 9999.9 103676 Black 338  Sensor Dig. [ e
| 102033 Mini Black 99999.9 Temperature  Desc Temp °F Bezel Note Fitting L B
102162 Round Black 99999.9 0634701 Gauge 280 Black  Water A
‘;' I B RN
Pressure Bezel PSI Notes Drive 101345 Gauge 280 Black  Oil | oA
(EBIEE Gauge
0634001 Black 80 Ol #0250400 104241 lllumaseal 240 | Black | Warer
100172 Black 80 Qil #0250400 0201700 Sender 240 1/8-27
104236 Black 80 Ofl | #0250400 0202200 Sender 280/320 118127
100190 Black 150 Air Tube kit
) A 0202300 Sender 280/320 1/4-18
101310 Black 150 Air Tube kit
0202400 Sender 280/320 3/8-18
:;ii”rre Type PSI Notes Fitting
0202500 Sender 280/320 172-14
0250400 Sender 80 1/8NPT
100263 Voltmeter, 12V Chrome bezel
0250500 Sender 100 1/8NPT
102225 Sender 100 HD p m
108497 Sender 100 HD '- e
100450 Switch 4 SPDT, 3 term 1/8NPT
100451 Switch 15 SPDT, 3 term 1/8NPT
#0250500

Direct Data-Bus These gauges connect to SAE |1939 &
J1708 data-bus systems either directly or

Instruments through available interconnect wire har-

nesses. Call for details. -

Intellisensor
Fuel Sender -

For high vibration or
high slosh applications,
ask about standard
SW 240 match Intel-
lisensors. No moving
parts means rock-solid
reliability.






